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POLYMER MAKEDOWN
A-15600

The Atlantis Technologies Polymer Makedown System
is a compact polymer feed system that can be
constructed in various pump configurations including
2.3, 4.0, and 8.0 GPH.

The system is contained within a custom-built HDPE stand and is
fully assembled and tested at our manufacturing facility.

- Requires 115 VAC 15 Amp Supply (power cord not illustrated)

- PVC piping, Viton elastomers, & HDPE stand

- Polymer inlet must be gravity fed with adequate line size for polymer to flow
- Viscosity should not exceed 10,000 cps

- Max water flow is 20 GPM

NEAT SOLUTION

PART NUMBER DESCRIPTION POLYMER FLOW-
FLOW 1% SOLUTION

2.3 GPH Walchem Neat Polymer Pump,
Keyence Water Meter/ Flow Switch, Atlantis
A-15600-WPN-023 Adjustable Polymer Eductor, Proportional Feed
with Low Water Polymer Shutoff.

2.3 GPH 0.3-3.8 GPM

4.0 GPH Walchem Neat Polymer Pump,

Keyence Water Meter/ Flow Switch, Atlantis ~
AR Adjustable Polymer Eductor, Proportional Feed & El 0567 CAY)
with Low Water Polymer Shutoff.
8.0 GPH Walchem Neat Polymer Pump,
A-15600-WPN-080 Keyence Water Meter/ Flow Switch, Atlantis 8 GPH 1.0-13.4 GPM

Adjustable Polymer Eductor, Proportional Feed
with Low Water Polymer Shutoff.

MADE IN THE USA
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